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current form or if there were any plans to turn it into
a “Mimas” collection, including a preamp and ste-
QDN @LO 6HSGNTS DWOKHBHSKX BNM¥QLHMF NQ CDMXHMF
@QMXSGHMF 6GHSD CHC @CLHS SG@S GD V@R RSQNMFKX D M-
tertaining such possibilities, including stand-alone
versions of the on-board DAC and phonostage.

'"@UHMF QDBDMSKX OR@eBGdYC HSR
the Aesthetix lineup now includes the Jupiter and
Saturn Series, with each model named for one of
those planets’ many orbiting moons. Included are
OQD@LOKH¥DQR RSDQDN @MC LNMNAKNBJ @LOKH¥DQR
phonostages, a DAC (with and without transport).
Most components are available in optional Signa-
STQD @MC $BKHORD DCHSHNMR 3GDRD BTRSNL TOFQ@CDR
B@M HMBKTCD ONVDQ RTOOKX LNCH¥B@SHNMR DMG@MBDC
internal parts, volume control upgrades, improved
chassis construction, and stunning customizable
casework, right down to a palette of color choices
for the knobs.

As we concluded, | couldn’t conceal my surprise
VGDM 6GHSD QDL@QJDC Moe@B&@MCDCKX SG@S
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one is still available and manufactured. | learned
then that nearly every Aesthetix product is retro-
¥SS@AKD $W@LOKDR @QD SGD @CCHSHNM NE #2# SN SGD
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down the road. Maintaining the viability of older
components is not always the most popular option
for dealers but customers love it. “Customers get
@SS@BGDC SN @ BNLONMDMS Z R@XR )HL 6GHSD Y( KNNJ
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business 25 years the product line just grows and
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I\/l | MAS integrated hybrid amplifier
Features we ZKM

Inputs: -5 balanced & single-ended. .
P d For years you asked us to combine
Outputs: -Preamp output, balanced C 1 1 t d Atl
and single-ended. our Lalypso linestage and our as

One balanced-bridged power amplifier. We listened.
speaker output per channel.
-Headphone 1/4”.

I/0: -RS232: 1 DBY connector, ) )
IR extender. Fully differential

Full function remote control. Zero feedback

Home theater bypass.
Balanced-bridged outputs

Trigger: -0-5V output, 0-12V input;
1/8” mono jack. Tube / transistor hybrid design
Dimensions: -17 7/8"x17 11/16"x5 1/2” . .
44 bs unit: 51 Ibs boxed Switched resistor volume control
Tubes: -Une BDJ8/B922/channel Multiple discrete individually regulated power supplies
Power: -150 wpc, both channels ] )
driven into 8 ochms, nearly Vacuum tubes painstakingly tested and matched by hand

double into 4 ohms.

Custom transformers designed and wound in-house
|

Highest quality parts
Options Made in California, USA

Phono: Two input, MM / MC. Gain /
loading front
panel and remote adjustable.

DAC: 2 x RCA, 2 x TosLink, 1 x USB
24bit / 352k, DSD and DSD2.

Headphone amplifier upgrade with
1W into 32 ohms.

Backlit, motion sensing, brushed
aluminum remote contraol.

High pass crossover.

Optional DAC card
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